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APS/V8x80TE 8722575 80 8 70 90 5,5x85 10

APS/V8x100TE 8722576 100 8 70 110 5,5x105 30

APS/V8x120TE 8722582 120 8 70 130 5,5x125 50

APS/V10x80TE 8722577 80 10 70 90 7,0x85 10

APS/V10x100TE 8722578 100 10 70 110 7,0x105 30

APS/V10x115TE 8722579 115 10 70 125 7,0x120 45

APS/V10x135TE 8722580 135 10 70 145 7,0x140 65

APS/V10x160TE 8722581 160 10 70 170 7,0x165 90

APS/V12x130TER 8722584 130 12 65 140 10,0x140 65

APS/V12x200TER 8722585 200 12 65 210 10,0x210 135

APS/V12x240TER 8722586 240 12 65 250 10,0x250 175

APS/V16x140TER 8722587 140 16 75 150 12,0x150 65

APS/V16x160TER 8722588 160 16 75 170 12,0x170 85

APS/V16x200TER 8722589 200 16 80 210 12,0x210 120

APS/V16x240TER 8722590 240 16 80 250 12,0x250 160

ty pe item

APS V TE APS V TE

Technical data : Plastic sleeve

Made : by injection moulding
Material : Polyamide 6
Grey colour RAL 7035
Halogen free
in accordance with ELV 2000/53/EC
in accordance with RoHS 2002/95/EC
in accordance with 2003/11/EC
In accordance with REACH 2006/1907/EC
Installation temperature = 0°C / +40°C
Working temperature = -20°C / +60°C

Technical data : Screw

made : by cold forming 
designed : according special drawing
hexagonal head
Steel : C1022 
Coating: galvanising zinc plating 5 µ
Passivation: clear blue 
Screw diameter  10 and 12 assembled with washer

Setting method:
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