FLASHBACK ARRESTORS

» Prevent reverse flow of gases with built-in
check valve

» Extinguish flashback fire with sintered
metal filter

» Thermal cut-off which positively shuts
off the gas in case of hose fire, burn or
repeated flashbacks (only "T" version)

» Pressure operated cut-off which positively
shuts off the gas when outlet pressure
exceeds inlet pressure (only "3T" version)

188-L Fuel gas 30 000 - 15 5 3,5 9/16”-18-UNF-2B-LH 9/16”-18-UNF-2A-LH
188-R 0x 100000 25 - - - 9/16”-18-UNF-2B-RH 9/16”-18-UNF-2A-RH
188-LGB Fuel gas 30000 - 15 5 3,5 G 3/8”-LH-UNIIS0 228 G 3/8” A-LH-UNI ISO 228
188-RGB 0x 100000 25 - - - G 3/8”-RH-UNI'IS0 228 G 3/8” A-RH-UNI ISO 228
188-2L Fuel gas 60 000 - 15 5 4,0 9/16”-18-UNF-2B-LH 9/16”-18-UNF-2A-LH
188-2R 0x 180000 25 - - - 9/16”-18-UNF-2B-RH 9/16”-18-UNF-2A-RH
188-2AL Fuel gas 60000 - 15 5 4,0 5/8”"-18-UNF-LH 5/8”-18-UNF-LH
188-2AR 0x 180000 25 - - - 5/8”-18-UNF-RH 5/8”-18-UNF-RH
188-2LGB Fuel gas 60000 - 15 5 4,0 G3/8"-LH-UNIISO 228 G 3/8” A-LH-UNIISO 228
188-2RGB  0Ox 180000 25 - - - G 3/8”-RH-UNI'IS0 228 G 3/8” A-RH-UNI ISO 228
188-GL Fuel gas 30000 - 15 5 3,5 G1/4”-LH-UNI'ISO 228 G 1/4” A-LH-UNI ISO 228
188-GR 0x 100000 25 - - - G 1/4”-RH-UNI'IS0 228 G 1/4” A-RH-UNI ISO 228
188-FFL Fuel gas 30000 - 15 5 3,5 M16x1.5-6H-LH M16x1.5-6g-LH
188-FFR 0x 100000 25 - - - M16x1.5-6H-RH M16x1.5-6g-RH
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188-TL Fuel gas 30000 - 16 5 3,5 9/16”-18-UNF-2B-LH 9/16”-18-UNF-2A-LH
188-TR 0x 100000 25 - - - 9/16”-18-UNF-2B-RH 9/16”-18-UNF-2A-RH
188-TAL Fuel gas 30000 - 16 5 3,5 5/8”-18-UNF-LH 5/8”-18-UNF-LH
188-TAR 0x 100000 25 - - - 5/8”-18-UNF-RH 5/8”-18-UNF-RH
188-TLGB  Fuel gas 30000 - 15 5 3,5 G3/8”-LH-UNIISO 228 G 3/8” A-LH-UNI ISO 228
188-TRGB  Ox 100000 25 - - - G 3/8”-RH-UNI'IS0 228 G 3/8” A-RH-UNI ISO 228
188-2TAL  Fuel gas 60000 - 15 5 4,0 5/8”-18-UNF-LH 5/8”-18-UNF-LH
188-2TAR  Ox 180000 25 - - - 5/8”-18-UNF-RH 5/8”-18-UNF-RH
188-2TL Fuel gas 60000 - 15 5 4,0 9/16"-18-UNF-2B-LH 9/16”-18-UNF-2A-LH
188-2TR 0x 180000 25 - - - 9/16”-18-UNF-2B-RH 9/16”-18-UNF-2A-RH
188-2TLGB  Fuel gas 60000 - 15 5 4,0 G3/8"-LH-UNIISO 228 G 3/8” A-LH-UNIISO 228
188-2TRGB  Ox 180000 25 - - - G 3/8”-RH-UNI'IS0 228 G 3/8” A-RH-UNI ISO 228

PART NO.

188-3TLGB

Fuel gas

MAX FLOW
(I/h)

60 000

MAX PRESSURE (bar)*

mm INLET THREAD

1,5

5

4,0

G 3/8”-LH-UNI ISO 228

OUTLET THREAD

G 3/8” A-LH-UNI ISO 228

188-3TRGB

Ox

180 000

G 3/8”-RH-UNI ISO 228

G 3/8” A-RH-UNI ISO 228

PART NO.

188-TTL6

Fuel gas

MAX FLOW
(I/h)

0 hose 1/4”(6 mm)

OUTLET THREAD

0 hose 1/4”(6 mm)

4,0

188-TTR6  Ox 65 000 20 0 hose 1/4”(6 mm) 0 hose 1/4”(6 mm)
188-TTL8 Fuelgas 20000 - 15 4 4,0 @ hose 5/16”(8 mm) 0 hose 5/16”(8 mm)
188-TTR8  Ox 65 000 20 - - - 0 hose 5/16”(8 mm) 0 hose 5/16”(8 mm)

*1 bar=100 kPa
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