
ANCHOR T88/V ELEMATIC

Universal, through-fixing frame anchor suitable for solid and hollow base
materials. Countersunk flat head screw version

Designed for multiple fixings in either solid or hollow base materials
Multiple expansion principle, it self-adapts to internal geometry of base material
to always ensure the best possible resistance
Easy setting by tapping on the screw head, without risk of premature expansion
Fire resistance R90 for façade anchors
Knotting system always ensures effective clamping on uneven surfaces
ETA approved
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PRODUCT RANGE
Item
Description 

Drill Hole
Diameter 

Anchor
Length 

Min. Drilling
Depth 

Max. Fixing
Thickness 

Quantity Head
Type 

First Packaging Unit (Smallest
Selling Unit) 

Product
Code 

T88/V 8x80 8 mm 80 mm 85 mm 10 mm 50 Bugle
head CARDBOARD BOX 566736

T88/V 8x100 8 mm 100 mm 85 mm 30 mm 50 Bugle
head CARDBOARD BOX 566737

T88/V 8x120 8 mm 120 mm 85 mm 50 mm 50 Bugle
head CARDBOARD BOX 566738

T88/V 10x80 10 mm 80 mm 85 mm 10 mm 50 Bugle
head CARDBOARD BOX 566753

T88/V
10x100 10 mm 100 mm 85 mm 30 mm 50 Bugle

head CARDBOARD BOX 566754

T88/V
10x115 10 mm 115 mm 85 mm 45 mm 50 Bugle

head CARDBOARD BOX 566755

T88/V
10x145 10 mm 145 mm 85 mm 75 mm 50 Bugle

head CARDBOARD BOX 566756

T88/V
10x160 10 mm 160 mm 85 mm 90 mm 50 Bugle

head CARDBOARD BOX 566757

T88/V
10x185 10 mm 185 mm 85 mm 115 mm 50 Bugle

head CARDBOARD BOX 566758

T88/V
10x210 10 mm 210 mm 85 mm 140 mm 50 Bugle

head CARDBOARD BOX 566759


